
DRAIN	  VALVE	  OPERATION	  

	  	  	  	  	  	  	  	  	  	   	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	   	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	   	  

Valve	  in	  OFF	  Position	   	   	  Pull	  out	  Valve	  	   	   	  to	  Lock	  Position	  

	  	  	  	  	  	  	  	  	  	   	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	   	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	   	  

Remove	  Cap	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  Screw	  on	  Hose	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  
Connector	  	  

	  	  	  	  	  	  	  	  	  	   	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	   	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	   	  

	   	   	   	   	   	   Connect	  Hose	  

	  	  	  	  	  	  	  	  	  	   	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	   	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	   	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  

	  	  	  	  	  	  	  Push	  in	  Valve	  to	  	   	   	  	  	  	  	  	  	  	  	  Once	  Drained	  Pull	  out	  Valve	  again	  and	  	  	  	  	  	  

ON	  Position	  (Half	  Way	  In).	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  unscrew	  hose	  connector.	  

	  	  	  	  	  	  	  	  	  	  	   	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	   	  

	  	  	  	  	  	  	  	  Refit	  Cap	   	   	  	  	  	  Push	  Valve	  in	  to	  OFF	  Position	  


